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FEATURES 

■ Automatically poll the GPS positions of ships using DSC

■ Individual Galling, Group Galling and Test Galling

■ DSC Beep and Selectable Call Ringer time

■ Preset key used to recall up to 10 favorite channels

■ CH16/S Quick Access (S: Sub-channel}

■ Checking GPS Signal (GPS Status Display)

■ TOT (Transmit Time-Out-Timer)

SPECIFICATIONS 

General 
Frequency Range TX: 156.025MHz - 161.600MHz 
(Frequency differs in RX: 156.050MHz - 163.275MHz 
some regions) (USNlnternational, Including WX channels) 

Channel Spacing 25kHz 

Frequency Stability ±3ppm (-4"F to +140"F [-2o•c to +60"C]) 

Emission Type 16K0G3E (Voice) , 16K0G2B (DSC) 

Antenna Impedance 500 

Supply Voltage 7.4VDC, Negative Ground (Battery Terminal) 

380mA (Receive) 

Current Consumption 
130mA (Standby, GPS on) , 110mA (Standby, GPS off} 

Operating Temperature 

Waterproof Rating 

DSC Individual Directory 

DSC Group Directory 

DSC Format 

NMEAOutput 

Case Size (W X H X D) 

Weight (Approx.) 

Transmitter 
RF Power Output 

Modulation Type 

Maximum Deviation 

Intermediate Frequencies 

TX: 1.6A/ 1.0A/ 0.?A(TX: 6W*(5W) / 2W / 1W) 
•oepends on the transceiver version 

-4"F to +140"F (-2o•c to +60"C) 

IPXS (4.92fV1 .5m for 30 minutes) 

Store up to 100 Identities 

Store up to 30 Groups 

ITU-R M.493-16 

DSC, DSE, GLL, GGA, GSA, GSV, and RMC 

2.60" x 5.43" x 1.50" (66 x 138 x 38mm) w/o knob & antenna 

10.94oz (310g) with SBR-13LI, Bell Clip, hand strap &Antenna 

6W *(5W)/2W / 1W@7.4V '5WTX required in some countries 

Variable Reactance 

±5kHz 

Double-Conversion Superheterodyne 

(Voice) 1st: 38.85MHz, 2nd: 450kHz 
(DSC) 1 st: 30.4MHz, 2nd: 450kHz 

SUPPLIED ACCESSORIES 

•SBR-13LI •SAD-25 •E-DC-19A 

■ Micro USB Data jack for PC interface

■ VOX Operation with optional VOX Headset (SSM-64A)

■ Battery Saver

■ Dimmer Adjustment

■ Keypad Illumination

■ Key Beep

■ Key Lock

Sensitivity 
(Voice) 0.25µV for 12dB SINAD, -5dBµ for 20dB SINAD 
(DSC) 0.5µV for 12dB SINAD, 0dBµ for 20dB SINAD 

Adjacent Channel Selectivity 70dB typical 

Intermodulation 70dB typical 

Applicable MIL-STD 
Standard: MIL-STD-810F 

• 
Low Pressure 500.4/ I, II Humidity 507.4 

High Temperature 501.4 / I, II Salt Fog 509.4 

Low Temperature 502.4/ I, II Settling Dust 510.4/ III 

Temperature Shock 503.4 / I Vibration 514.5/ I 

Solar Radiation 505.4/ I Shock 516.5/1, IV 

Rain Blowing/Drip 506.4 / I, III - -

•SBT-13 •Hand Strap •CAT460 
Antenna 7.4V 1800mAh 

Li-ion Battery Pack 

•SBH-32 
Charger Cradle AC Adapter for SBH-32 DC Cable with 12V Alkaline Battery Case (AAA x 5) 

•CLIP-22 
Bett Clip 

•T9101648 
USB Cable 

OPTIONAL ACCESSORIES 

�!:;��:.; 
Speaker 
Microphone 
with Earphone 
jack 

SBR-13Ll*1 
7.4V 1800mAh 
Li-ion Battery &. 

Pack 

• 

•1 The same as supplied accessory 

MH-73A4

J, 

Submersible 
Speaker 
Microphone 

SBH-32*1 
Charger Cradle 

Cigarette Lighter Plug for SBH-32 

MH-57A4

� 

SSM-BT20 
Speaker Bluetooth 

� 
Microphone Speaker 

Microphone 

SAD-25*' E-DC-19A*1 
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E-DC-6 SBT-13*1 CLIP-22*' SCH-11 CAT460*' 
AC Adapter for SBH-32 

� 

DC Cable 

� 

with12V 
Cigarette 
UghterPlug 
forSBH-32 

DC Cable Alkaline Battery Case Seit Clip Seit Clip Antenna 
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• The Bluetooth® wordmark and logo are registered trademarks owned by Bluetooth SIG, lnc. and are used under ticense by Yaesu Musen Co., Ltd. 

STANDARD HORIZON 
Nothing takes to water like Standard Horizon 
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